Abstract: A facile and environmentally friendly method is proposed to prepare reduced graphene oxide-nickel (RGO-Ni) nanocomposites using γ-ray irradiation. Graphene oxide (GO) and Ni 2+ are reduced by the electrons which originated from the gamma radiolysis of H 2 O. The structure and morphology of the obtained RGO-Ni nanocomposites were analyzed using X-ray diffraction (XRD) and Raman spectroscopy. The results show that Ni nanoparticles were dispersed uniformly on the surface of the RGO nanosheets. As expected, the combination of RGO nanosheets and Ni nanoparticles improved the electromagnetic wave absorption because of the better impedance matching. RGO-Ni nanocomposites exhibited efficient electromagnetic wave absorption performance. The minimum reflection loss (RL) of RGO-Ni reached −24.8 dB, and the highest effective absorption bandwidth was up to 6.9 GHz (RL < −10 dB) with a layer thickness of 9 mm.
RGO-Ni composites prepared at 50 kGy and 200 kGy were named RGO-Ni-50 and RGO-Ni-200, respectively. Upon varying the absorption dose, both RGO-Ni composites were subjected to further electromagnetic parameter measurements.
Characterizations
The crystal structures of the products were identified using an X-ray diffractometer (XRD) with Cu Kα radiation (Rigaku D/MAXRC). Raman spectra were recorded with a confocal Raman spectrometer system (In Via, Renishaw, Gloucestershire, UK) at an excitation wavelength of 514.5 nm. The accuracy of the Raman and XRD measurements was 5%. The samples used for complex permittivity and permeability measurements were prepared by dispersing composites into paraffin at a mass fraction of 20%. The obtained sample was subsequently pressed into a ring (outer diameter (D outer ) = 7.0 mm and inner diameter (D in ) = 3.04 mm). The electromagnetic parameters of the samples from 2 to 18 GHz were measured in accordance with standard SJ-20512-1995 (test methods for permittivity and permeability of micowave high-loss solid materials) using an Agilent N5230C network analyzer. The test error was less than 10%.
Results and Discussion
Raman spectroscopy is an effective method for resolving the bonding state of carbon atoms and the changes in graphitic structure of carbon materials during the chemical process. The Raman spectra of GO and RGO-Ni are shown in Figure 1 . There are two peaks located at around 1346 cm −1 and 1590 cm −1 , corresponding to the D band (related to the in-plane vibration of the sp 2 carbon atoms in a two-dimensional (2D) hexagonal lattice) and the G band (associated with vibration of the sp 3 carbon atoms of disordered graphitic carbon) of carbon-based materials, respectively. The ratio of D and G band intensity (I D /I G ) is an indicator for evaluating the quality of carbon materials. The I D /I G ratio of RGO-Ni increased to 1.38, higher than that of GO (0.86), suggesting more defects and smaller sp 2 domains were created on RGO-Ni during the reduction of GO and the attachment of Ni particles. The full width at half maxima (FWHM) of the G peak for GO and RGO-Ni were 85 cm −1 and 80 cm −1 , respectively. The load of Ni nanoparticles and the restoration of the sp 2 network of the carbon-bonded structure both contributed to the slightly smaller FWHM for RGO-Ni. Appropriate levels of defects could improve the attenuation of incident EMW, because the enhancement of dipole polarization relaxation at the sites of defects can induce the dielectric loss of electromagnetic energies.
Materials 2018, 11, x FOR PEER REVIEW 3 of 10 membrane and washed with ethanol. The products were vacuum-dried at 60 °C overnight. The RGO-Ni composites prepared at 50 kGy and 200 kGy were named RGO-Ni-50 and RGO-Ni-200, respectively. Upon varying the absorption dose, both RGO-Ni composites were subjected to further electromagnetic parameter measurements.
Characterizations
The crystal structures of the products were identified using an X-ray diffractometer (XRD) with Cu Kα radiation (Rigaku D/MAXRC). Raman spectra were recorded with a confocal Raman spectrometer system (In Via, Renishaw, Gloucestershire, UK) at an excitation wavelength of 514.5 nm. The accuracy of the Raman and XRD measurements was 5%. The samples used for complex permittivity and permeability measurements were prepared by dispersing composites into paraffin at a mass fraction of 20%. The obtained sample was subsequently pressed into a ring (outer diameter (Douter) = 7.0 mm and inner diameter (Din) = 3.04 mm). The electromagnetic parameters of the samples from 2 to 18 GHz were measured in accordance with standard SJ-20512-1995 (test methods for permittivity and permeability of micowave high-loss solid materials) using an Agilent N5230C network analyzer. The test error was less than 10%.
Results and Discussion
Raman spectroscopy is an effective method for resolving the bonding state of carbon atoms and the changes in graphitic structure of carbon materials during the chemical process. The Raman spectra of GO and RGO-Ni are shown in Figure 1 . There are two peaks located at around 1346 cm −1 and 1590 cm −1 , corresponding to the D band (related to the in-plane vibration of the sp 2 carbon atoms in a two-dimensional (2D) hexagonal lattice) and the G band (associated with vibration of the sp 3 carbon atoms of disordered graphitic carbon) of carbon-based materials, respectively. The ratio of D and G band intensity (ID/IG) is an indicator for evaluating the quality of carbon materials. The ID/IG ratio of RGO-Ni increased to 1.38, higher than that of GO (0.86), suggesting more defects and smaller sp 2 domains were created on RGO-Ni during the reduction of GO and the attachment of Ni particles. The full width at half maxima (FWHM) of the G peak for GO and RGO-Ni were 85 cm −1 and 80 cm −1 , respectively. The load of Ni nanoparticles and the restoration of the sp 2 network of the carbon-bonded structure both contributed to the slightly smaller FWHM for RGO-Ni. Appropriate levels of defects could improve the attenuation of incident EMW, because the enhancement of dipole polarization relaxation at the sites of defects can induce the dielectric loss of electromagnetic energies. The XRD spectra of GO and RGO-Ni are presented in Figure 2 to analyze the crystalline properties of the materials. The characteristic diffraction peak of GO appeared at 2θ = 11.2°, which suggested an interlayer distance of 0.79 nm. For RGO-Ni, the diffraction peaks appeared at 76.4°, (200), and (111) planes of face-centered cubic-structure nickel, respectively. The diffraction peaks were sharp, reflecting the high crystallinity of the Ni nanoparticles. Furthermore, the weak and broad reflection peak located at 2θ = 23.3 • was assigned to the (002) plane of RGO-Ni, indicating the restoration of the sp 2 network of the carbon-bonded structure following the reduction of GO by γ-ray radiation. As described in our previous work, GO can be reduced by γ-ray radiation in a solution of dimethylformamide (DMF) or water [26, 27] . Therefore, it was concluded that well-crystallized Ni nanoparticles were formed on the surface of the RGO nanosheets.
Materials 2018, 11, x FOR PEER REVIEW 4 of 10 51.9°, and 44.5°, corresponding to the (220), (200), and (111) planes of face-centered cubic-structure nickel, respectively. The diffraction peaks were sharp, reflecting the high crystallinity of the Ni nanoparticles. Furthermore, the weak and broad reflection peak located at 2θ = 23.3° was assigned to the (002) plane of RGO-Ni, indicating the restoration of the sp 2 network of the carbon-bonded structure following the reduction of GO by γ-ray radiation. As described in our previous work, GO can be reduced by γ-ray radiation in a solution of dimethylformamide (DMF) or water [26, 27] . Therefore, it was concluded that well-crystallized Ni nanoparticles were formed on the surface of the RGO nanosheets. The relative complex permittivity (εr = ε′ − jε′′) and complex permeability (μr = μ′ − jμ′′) spectra of GO, RGO-Ni-50, and RGO-Ni-200 vs. frequency within the range of 2-18 GHz are shown in Figure 3 . The values of ε′ and μ′ are related to the energy storage capability. The values of ε′′ and μ′′ represent energy dissipation, which can be ascribed to the conduction, resonance conduction, and relaxation mechanisms [28] . GO has the lowest value of ε′ because of its disordered structure. The values of ε′ for RGO-Ni-50 and RGO-Ni-200 were much higher than that for GO, which decreased from 3.38 at 2 GHz to 3.10 at 16 GHz, and from 3.79 at 2 GHz to 3.25 at 15.8 GHz, respectively. The larger values of ε′ were attributed to the excellent electric conductivity of RGO-Ni-50 and RGONi-200 following the γ-ray induced reduction of GO. The imaginary region (ε′′) of permittivity is shown in Figure 3b . The value of ε′′ for GO was constantly zero between 2 and 18 GHz. For RGONi-50 and RGO-Ni-200, there was an increase in the value of ε′′ across the whole frequency range. Obviously, values of ε′′ for RGO-Ni-200 were higher than those for RGO-Ni-50. The relative complex permittivity (ε r = ε − jε ) and complex permeability (µ r = µ − jµ ) spectra of GO, RGO-Ni-50, and RGO-Ni-200 vs. frequency within the range of 2-18 GHz are shown in Figure 3 . The values of ε and µ are related to the energy storage capability. The values of ε and µ represent energy dissipation, which can be ascribed to the conduction, resonance conduction, and relaxation mechanisms [28] . GO has the lowest value of ε because of its disordered structure. The values of ε for RGO-Ni-50 and RGO-Ni-200 were much higher than that for GO, which decreased from 3.38 at 2 GHz to 3.10 at 16 GHz, and from 3.79 at 2 GHz to 3.25 at 15.8 GHz, respectively. The larger values of ε were attributed to the excellent electric conductivity of RGO-Ni-50 and RGO-Ni-200 following the γ-ray induced reduction of GO. The imaginary region (ε ) of permittivity is shown in Figure 3b . The value of ε for GO was constantly zero between 2 and 18 GHz. For RGO-Ni-50 and RGO-Ni-200, there was an increase in the value of ε across the whole frequency range. Obviously, values of ε for RGO-Ni-200 were higher than those for RGO-Ni-50. Based on the free electron theory, ε′′ ≈ 1/2πε0ρf, where ε0 is the vacuum permittivity, f is the frequency of the electromagnetic wave, and ρ is the resistivity [29] . The conductivity of RGONi-200 was much higher than that of RGO-Ni-50, leading to a decrease in resistivity and an increase in ε". The permeability (μ′, μ′′) is shown in Figures 3c,d . The values of μ′ and μ′′ for GO were in the vicinity of 1.0-1.1 and 0-0.1, respectively. RGO-Ni-50 had the same values as GO, which was attributed to the lower content of Ni particles absorbed onto the surface of RGO at the lower irradiation dose. As for RGO-Ni-200, higher permeability (μ′, μ′′) values were observed from 12.0 to 17.0 GHz compared to those seen for GO and RGO-Ni-50, due to the magnetic properties of the increased number of Ni particles [30] .
The electromagnetic loss capabilities of the as-prepared products were estimated from the loss tangent. Figure 4 shows the dielectric constant tangent (tanδε = ε′′/ε′) and magnetic loss tangent (tan δm = μ′′/μ′) spectra of GO, RGO-Ni-50, and RGO-Ni-200 vs. frequency in the range of 2-18 GHz. Based on the free electron theory, ε ≈ 1/2πε 0 f, where ε 0 is the vacuum permittivity, f is the frequency of the electromagnetic wave, and is the resistivity [29] . The conductivity of RGO-Ni-200 was much higher than that of RGO-Ni-50, leading to a decrease in resistivity and an increase in ε". The permeability (µ , µ ) is shown in Figure 3c,d . The values of µ and µ for GO were in the vicinity of 1.0-1.1 and 0-0.1, respectively. RGO-Ni-50 had the same values as GO, which was attributed to the lower content of Ni particles absorbed onto the surface of RGO at the lower irradiation dose. As for RGO-Ni-200, higher permeability (µ , µ ) values were observed from 12.0 to 17.0 GHz compared to those seen for GO and RGO-Ni-50, due to the magnetic properties of the increased number of Ni particles [30] .
The electromagnetic loss capabilities of the as-prepared products were estimated from the loss tangent. Figure 4 shows the dielectric constant tangent (tanδε = ε /ε ) and magnetic loss tangent (tan δm = µ /µ ) spectra of GO, RGO-Ni-50, and RGO-Ni-200 vs. frequency in the range of 2-18 GHz. The dielectric loss tangent values of RGO-Ni-200 were larger than those of GO and RGO-Ni-50, which increased from 0.04 (2 GHz) to 0.25 (15.5 GHz). The magnetic loss tangent values of RGO-Ni-200 were slightly smaller than those of RGO-Ni-50 from 2.0 to 3.5 GHz, before increasing sharply from 0.12 at 12.0 GHz to 0.45 at 16.0 GHz, while the values of GO and RGO-Ni-50 were steady at about 0.05 in the range of 2-18 GHz. These results show that RGO-Ni-200 exhibits much improved dielectric and magnetic loss performance following the introduction of Ni nanoparticles via γ-ray irradiation. As is well known, an ideal EMW-absorbing material should reduce the reflected loss of EMW at the interface between air and the material. Meanwhile, it should exhibit excellent EMW-absorbing properties within the material. The impedance matching characteristic (Z) is very important for minimizing the reflection of electromagnetic waves, and it is expressed using Equation (1). 
where Z0 is the characteristic impedance of free space, Zin is the input impedance of the absorber, f is the frequency, d is the absorber thickness, and c is the velocity of electromagnetic waves in free space.
The absorption performances of materials are improved when Z is equal or close to 1.0, as almost all of the EMWs incident on the materials change into thermal energy or dissipate through interference [31] . The values of Z for the samples at different frequencies are presented in Figure 5 . Because of the low permeability and permittivity, the wave absorption of GO was fairly poor, even if the value of Z for GO was much closer to 1.0. The values of Z for RGO-Ni-200 were much larger than those of RGO-Ni-50 in the frequency range of 2.0 to 16 GHz, suggesting that its characteristic impedance was well matched. Therefore, RGO-Ni-200 may exhibit better EMW absorption properties compared to RGO-Ni-50. As is well known, an ideal EMW-absorbing material should reduce the reflected loss of EMW at the interface between air and the material. Meanwhile, it should exhibit excellent EMW-absorbing properties within the material. The impedance matching characteristic (Z) is very important for minimizing the reflection of electromagnetic waves, and it is expressed using Equation (1) .
where Z 0 is the characteristic impedance of free space, Z in is the input impedance of the absorber, f is the frequency, d is the absorber thickness, and c is the velocity of electromagnetic waves in free space. The absorption performances of materials are improved when Z is equal or close to 1.0, as almost all of the EMWs incident on the materials change into thermal energy or dissipate through interference [31] . The values of Z for the samples at different frequencies are presented in Figure 5 . Because of the low permeability and permittivity, the wave absorption of GO was fairly poor, even if the value of Z for GO was much closer to 1.0. The values of Z for RGO-Ni-200 were much larger than those of RGO-Ni-50 in the frequency range of 2.0 to 16 GHz, suggesting that its characteristic impedance was well matched. Therefore, RGO-Ni-200 may exhibit better EMW absorption properties compared to RGO-Ni-50. As is well known, an ideal EMW-absorbing material should reduce the reflected loss of EMW at the interface between air and the material. Meanwhile, it should exhibit excellent EMW-absorbing properties within the material. The impedance matching characteristic (Z) is very important for minimizing the reflection of electromagnetic waves, and it is expressed using Equation (1).
The absorption performances of materials are improved when Z is equal or close to 1.0, as almost all of the EMWs incident on the materials change into thermal energy or dissipate through interference [31] . The values of Z for the samples at different frequencies are presented in Figure 5 . Because of the low permeability and permittivity, the wave absorption of GO was fairly poor, even if the value of Z for GO was much closer to 1.0. The values of Z for RGO-Ni-200 were much larger than those of RGO-Ni-50 in the frequency range of 2.0 to 16 GHz, suggesting that its characteristic impedance was well matched. Therefore, RGO-Ni-200 may exhibit better EMW absorption properties compared to RGO-Ni-50. In order to study the electromagnetic absorption performances of the obtained RGO-Ni nanocomposites, the reflection loss (RL) properties of the samples were calculated according to the transmission line theory, using the values of ε r and µ r in Equations (2) and (3) .
where Z 0 is the characteristic impedance of free space, Z in is the input impedance of absorber, f is the frequency, d is the absorber thickness, and c is the velocity of electromagnetic waves in free space.
The reflection loss curves of GO, RGO-Ni-50, and RGO-Ni-200 with layer thicknesses of 6-10 mm are presented in Figure 6 . The RL values of GO at 6-10 mm were higher than −3 dB across the whole frequency range. Compared to GO, RGO-Ni-50 and RGO-Ni-200 both exhibited enhanced EMW-absorbing performances with RL values below −10 dB at higher frequencies, indicating that 90% of incident microwaves were attenuated. This was probably because the dielectric constant of RGO and the magnetic loss of Ni nanoparticles were complementary. As a higher dose facilitates the formation of Ni nanoparticles and the reduction of GO, RGO-Ni-200 displayed stronger EMW absorption properties in the higher frequency range (10 to 18 GHz). Currently, broadening the effective absorption bandwidth (the frequency range when RL ≤ −10 dB) is still a challenge for EMW-absorbing materials. RGO-Ni-200 with a loading of 20 wt.% presented the highest effective absorption bandwidth of 6.9 GHz when its thickness was 9 mm, covering the frequency range from 10.4 to 17.3 GHz. A maximum RL value of −24.8 dB was obtained at 13.0 GHz when the layer thickness was 9 mm. EMW attenuation and impedance matching improve the EMW absorption of materials. For RGO-Ni nanocomposites, the two abovementioned factors might be affected by three mechanisms. Firstly, the introduction of Ni nanoparticles (magnetic loss) into the RGO sheets (electric loss) could effectively improve the magnetic loss performances of RGO-Ni nanocomposites. Zhu et al. reported that the main magnetic loss mechanism could be ascribed to natural resonance, eddy current effects, and domain wall resonance [30] . Secondly, Ni nanoparticle-decorated RGO nanosheets might cause a reduction in conductivity and an increase in impedance matching performance [29] . Simultaneously, numerous interfaces and more defects in RGO-Ni would result in interfacial polarization, thereby improving dielectric loss. Finally, there were residual oxygen-containing groups (-C-OH, -COOH) in RGO after gamma-ray irradiation-induced reduction. These residual chemical polar bonds (C-O, C=O) with different electronegativity could act as electric dipoles to increase polarization relaxation [32] . All these factors are favorable for improving EMW adsorption and broadening frequency bandwidth. 
Conclusions
Herein, we demonstrated a facile method of preparing RGO-Ni nanocomposites at ambient temperature. GO and Ni 2+ were simultaneously reduced using γ-ray radiation. Ni nanoparticles were loaded uniformly onto the surface of RGO sheets. The effective absorption bandwidth of RGO-Ni nanocomposites reached 6.9 GHz (RL < −10 dB) in the range of 10.4 to 17.3 GHz when the thickness was 9 mm. The minimum reflection loss increased to −24.8 dB at 13 GHz. The good EMW-absorbing performance can be attributed to the well-matched characteristic impedance and the complementary nature of dielectric loss and magnetic loss. Therefore, our study suggests that the obtained RGO-Ni nanocomposites with highly efficient absorption properties can be used as a new type of EMW-absorbing materials. 
